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DESCRIPTION:
Powerhold 050 Cleaning Solvent is a reducer/thinner used 
to restore normal consistency to Powerhold 500 adhesive 
should it thicken due to prolonged exposure to air. 
Powerhold 050 can also be used to clean dried adhesive 
from floor covering and / or tools. PH 050 is non-flammable 
and is specially formulated to clean many different types 
of stains in carpet. Always test a small area to determine 
compatibility of floor covering with Powerhold 050.

DIRECTIONS:
1. Powerhold 050 Reducer/Cleaner to Powerhold 050 

adhesive to restore normal consistency should they 
thicken due to prolonged exposure to air.

2. Do not add the Powerhold 050 Reducer/Cleaner if 
product thickened due to low temperatures 20°F or 
below.

3. If this occurs allow the adhesive to acclimate to room 
temperature, 60ºF or higher until normal consistency is 
restored.

4. Application of direct heat through flame heat gun, heater 
etc. is Not Recommended.

5. Use Powerhold 050 to clean brushes, roller, and tools.
6. It is the sole responsibility of the installer to determine 

the suitability and compatibility of the adhesive for the 
end user’s intended use.

FOR MORE INFORMATION READ SAFETY DATA SHEET

KEEP OUT OF REACH OF CHILDREN.

WARRANTY:
Powerhold offers a limited warranty for this product when 
used in accordance with printed specifications. A copy of 
the limited warranty can be obtained by calling technical 
service at 800-832-9023 or visiting powerhold.com.
PACKAGING
12-1 Quart (0.95L) Containers

SHELF LIFE
One Year in Unopened Container

PHYSICAL PROPERTIES:
Weight/gallon (lbs) 10.0

Solvent
Translucent
1,460 grams per liter
Fluid
40°-95°F
60°-95°F
N/A
1 minute
Yes

TECHNICAL DATA:
Base Polymer:........................................
Color:.....................................................
VOC Content :.........................................
Consistency:..........................................
Storage:.................................................
Application Temperature:........................
Traffic Restrictions:.................................
Open Time:.............................................
Freeze/Thaw Stability:............................
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